
Designed to fit a host of commercial,
industrial and institutional applications.
Each unit can be installed in any of 90°
spaced 4 positions.

Reversomatic Manufacturing Ltd.
790 ROWNTREE DAIRY ROAD . WOODBRIDGE, ONTARIO, CANADA L4L 5V3  . PHONE (905) 851-6701 . FAX (905)  851-8376

GPB SERIES 

GENERAL PURPOSE BLOWER
Models: GPB-450  GPB-400
GPB-250 GPB-200 GPB2-130

May, 2006

GPB-450, GPB-400
GPB-250, GPB-200

GPB2-130
Specially designed for
woodburning stoves
and space heaters
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ENGINEER DATE SUBMITTED REVERSOMATIC Manufacturing Ltd.
Woodbridge, Ontario

DATE             SUPERSEDES                 DRAWING NO.

GENERAL PURPOSE BLOWER

GPB SERIES

GPB-450, GPB-400, GPB-250, GPB-200

S T A T I C  P R E S S U R E  -  I N C H  O F  W A T E R

MODEL HOUSING MOTOR BLADE .00 .05 .10 .15 .20 .25 .30 .35 .40 .45 .50 .55 .60 .65 .70 .75  .80
RPM

C U B I C  F E E T  P E R  M I N U T E

GPB-450
#1191 DA3E264N

AA-729-419 455 445 438 423 405 390 368 344 317 286 253 213
C-4300 M=5.5 1050 RPM

GPB-400
#1061 CA2F080N

AA-610-325 403 394 368 378 370 362 357 349 344 335 326 317 302 287 265 240
M=5.25 1500 RPM

GPB-250
#1061 #8413617060

AA-610-215 259 253 247 240 234 227 220 214 206 199 194 174
M=4.25 1500 RPM

GPB-200
C-1459 M=4.25

#2868-513-037 AA-508-216 192 183 174 165 156 146
(3000-425)

REVERSO 1500 RPM 127 118 104 88 72
GPB2-130 DESIGN 302-5929 AA-326-128

BF-00 850 RPM 65 55 35

THE PERFORMANCE IS BASED ON ACTUAL SPEED OF TEST.

BLOWER PERFORMANCE DATA

DIMENSIONS

MODEL A B C D E F G H K J dia L

GPB-450 11.00 5.38 14.0 6.75 8.75 9.50 11.25 5.50 4.25 8.00 7.00

GPB-400 10.61 5.44 12.38 6.00 7.25 8.50 11.12 5.12 3.75 6.00 6.25

GPB-250 10.75 4.63 13.00 6.00 7.50 8.50 10.25 4.50 3.75 6.00 5.75

GPB-200 8.88 4.88 9.75 4.50 6.00 6.75 9.00 4.12 3.50 5.00 5.38

GPB-130 6.30 7.25 4.90 3.00 2.70 3.50 3.00 2.38 4.00 3.50 2.5
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GPB2-130


