
Introducing our new super quiet low sones 
bathroom exhaust fan. The QB-80BC fan is 
specially designed for best performance at 
low noise level. This feature will undoubtedly 
give you the most quietest fan in the market 
place. The fan is certified by California Energy 
Commission in accordance with California Law 
- Title 20. It also meets Washington State 
Ventilation and Indoor Air Quality Code.

Standard:

Optional:

• Mounting brackets

• White High Impact Styrene Grille

• Hi-Impact Polystyrene Collar

• Baffle

• Metal collar with neoprene damper

• Sliding Damper

• Variable speed control c/w On-Off 

• White Aluminum Louvered Grille

• Aluminum backdraft damper

• Inline transition

• Balance box

QB-80BC 
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White High Impact 
Styrene Grille

Optional Stamped White 
Aluminum Grille

®

CERTIFIED

2100

C           US

®

Hi-Impact
Polystyrene
Collar
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ACCESSORIES



 

QB-80BC

SIDE VIEW
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MOUNTING BRACKET DETAILS

14 GA. STEEL

1/8"dia. 
-1"o.c.

5/32"dia.
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Date Supersedes Drawing No.

QB-80BC 

MOTOR 120 VAC 60 Hz
 

 CUBIC FEET PER MINUTE           

MODEL SONES CFM @ 0.10”S.P.

QB-80BC 0.6  60

  

  

MODEL

 

RPM (Revolution Per Minute) shown is nominal and performance is based on actual speed of test. 

HVI CERTIFIED RATINGS

FAN DATA

RPM AMPS WATTS

1080 0.40 31.5QB-80BC 

S.P.

CFM
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