COMBO LINT TRAP STACKER DRYER
CENTRAL VACUUM CLEANER

LT400V -4x4 LT400V - 4x5
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Q FEATURES:
* Lo Simple and quick installation
38 sq. inch filtering area
increases dryer efficiency
e Stainless steel filter screen for
long life
e Available in 4” or 5” dia. sizes outlet

e Viewing Plexiglass
e Oven baked finish
e Easy to clean
/ » Positive lock
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Model LT400V 4x4 LINT TRAP FOR STACKER DRYER
LT400V 4x5

LENGHT 281/4”
WIDTH 8" G
HIGHT BOX 31/2” ‘
HIGHT MAX i \or-
ouT 4” OR 5”
IN 4” AND 1 3/4”
* INSTALLATIONINSTRUCTIONS
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Clean the dryer top surface propt;rI)7 before installation.

e Mark Lint Trap position on the dryer, the lint trap I/L collar and
the dryer exhaust must be aligned correctly.

e Fix double sided foam tape on the bottom surface of the lint
trap as shown tapes spacing equally.

e Remove the remaining side of the foam tape strips and install
the lint trap on the dryer top surface as marked.

e Apply some force downwards on the lint trap to hold it firmly.
Connect I/L & O/L & Vacuum pipes as shown.
e Always use solid metal pipe.

e Installation of the lint trap must be done by a qualified person
and
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INSTALATION
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Installation Options:
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Warning: When exhausting vacuum air through duct system, Dryer exhaust fan must be
“‘ON” and Dryer must be “OFF”.
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CAULKING WALL BOX: Washer Suction ; Washer |
- 3 SIDES ONLY, NOT ON BOTTOM Port K Suction KL
- IF CAULKING ALL 4 SIDES, Port
MUST HAVE DRAINING HOLES.
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