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SUPER  QUIET BATHROOM EXHAUST FANS

Our super quiet exhaust fans the QK-130E and the 
QK-150E are specially designed for bathroom 
exhaust. The QK-150E fan is ideal for applications
where you require high performance and low noise
levels. Fans are available with mounting brackets. 

QK-130E Grille
(standard)

QK-150E Grille
(standard)

ACCESSORIES

Standard:
• 
• Mounting brackets
• Metal collar with neoprene damper

Off white grille

• Variable speed control
• Aluminum backdraft damper
• Hi-Impact Polystyrene Collar
• Stamped 
• Baffle
• Inline transition
• Balance box

aluminum louvered grille

Optional:
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Hi-Impact 
Polystyrene
Collar

Optional Grille 
for QK-130E 
(11 ¼" x 11 ¼") & 
QK-150E
(13" x 13")  

Optional Grille 
for QK-150E
only (13" x 13") 
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NEOPRENE 
BACKDRAFT DAMPER 10"

1.25"

2"

MOUNTING BRACKET DETAILS

14 GA. STEEL

1/8"dia. 
-1"o.c.

5/32"dia.

KNOCKOUT FOR INLINE 
INSTALLATION

ELECTRICAL
KNOCKOUT

KNOCKOUT

RAISED FOR
MOUNTING 
BRACKET

C C

B

QK-130E, QK-150E

Unit was tested with inlet grille, backdraft damper and outlet duct.

DIMENSION DATA

All dimensions are shown in inches. TYPE

RPM (Revolution Per Minute) shown is nominal and performance is based on actual speed of test. 

FAN DATA

HVI CERTIFIED RATING

FAN A B C D E F G

QK-130E 5 2 5 7 1/2 10 12 1/8 12 1/8

QK-150E 6 2 1/2 5 1/8 8 1/8 12 13 13

Contractor:  

Architect: Job:   Supersedes Drawing No. 

Engineer: Date Submitted:   
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Date

QK-130E & QK-150E

2020/07/14

MODEL

RPM AMPS WATTS S.P 0.00 0.10 0.20 0.25 0.30 0.40 0.50

QK-130E 1050 0.25 26 CFM 127 113 98 90 79 54 38

QK-150E 1100 0.30 34 CFM 143 134 123 118 111 92 72

MOTOR 120 VAC 60 Hz CUBIC FEET PER MINUTE

MODEL SONES

QK-130E 2.0

QK-150E 2.0

CFM @ 0.10 S.P
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